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Making Buildings smart  
 
Description 

For rooms/areas that require centralized 
control of lighting, climate and/or blinds (e.g. 
Meeting Rooms, Classrooms etc.) Mymesh 
offers the 4” Touch Panel as a solution. 
The 4” touch panel is a third party smart touch 
panel which is configured to change setpoints in 
Mymesh networks.  

The 4” touch panel needs to be connected to 
the internet. This can be achieved by an 
Ethernet connection or WiFi. Power can be 
supplied via a mains connection or Power over 
Ethernet.  

Rooms/areas can be configured for centralized 
control by the 4”Touch panel only or combined 
with the Mymesh control app on a smart phone. 
 
Technical summary 
Mymesh is a fully mesh wireless network 
protocol in which the applied Mymesh 
components communicate with each other and 
automatically organize themselves into a fully 
integrated wireless sensor- and control 
network, resulting in a robust and scalable 
smart control system that inherently is the 
foundation for a smart building network. 
 
 
Easy Installation & configuration 
 
Easy installation of the Touch panel 4” because 
it is suited for installation into a standard EU or 
UK wall box.  

• Simple installation. 
• Secured configuration. Access using 

Mymesh Glass iPad app. 

Network features 
 
• Wireless, stand-alone network that is self-

organizing and self-healing 
• 2.4GHz communication for reliable data 

transfer 
• Secure by design 
• Ultra scalable to > 10,000 devices in one 

network 
• Updates and new functionality can be 

installed with Over-The-Air updates. 
• Cloud interface (API) available to connect 

with Building Automation Systems, 
dashboards, user apps and more. 

Optional  
 
• Connect to the Mymesh Management 

System for remote control, monitoring and 
management applications 

• Connect to the Building Automation 
System for seamless integration with the 
buildings technical installations 

• Connect to third party dashboards and 
apps 

This product sheet is subject to change without 
notice. 
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Device Information 
 

Connections  Environment 

Rated input voltage 100 - 240VAC, 50/60Hz  
(140 - 340VDC)  Operating Temp. -10° to + 60°C 

Wiring 1.5mm2  Relative Humidity 10% to 90% 

Ethernet RJ45 (10M/100M)  
Installation 
Height 

Max. 2000m above sea level 

Power Supply POE, AC    

Safety   Certification 

Class II, Double insulation   CE / UKCA  

  RoHS 

   FCC 

Energy Consumption  Housing 

Typical  2W  LxWxH 86 mm x 85 mm x 36 mm 

Peak 4W  Weight 150 grams 

  Colour Black 

Manufacturer  Protection degree IP20 

Portworld YC-SM41P  Installation In-wall, suitable for EU U50 and UK 86 
wall box 

Order Information  Radio 

4” Touch Panel BLC.8300.001  Band 2.4GHz ISM band (2.400- 2.4835 GHz) 

  Protocols Wifi 802.11b/g/n, BLE 5.2 

 


